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Conclusions: The developed 3D contouring algorithm can reliably 
reproduce the manual segmentation performed on fused CT-US 
datasets. Cross-modality gives on average better and more reliable 
results than single modality and improves the algorithm stability 
making it more suitable for a completely automated segmentation. 
The algorithm can be easily trained, also by the final users, to 
recognize other types of targets. 
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Purpose/Objective: Radiation therapy based on MR images has proved 
advantageous compared to combined MRI-CT RT in terms of 
registration error reduction. However, lack of electron density 
information and MRI distortions present challenges for dose planning 
and generation of digitally reconstructed radiographs (DRRs) for setup 
verification. One option is to estimate the CT segmentation from the 
MR scan, a so-called substitute CT (sCT), and generate DRRs from this 
for bony setup verification. In this study, we investigate whether a 
significant difference in 2D setup verification of apatient receiving 
whole brain RT could be detected when the matching was done on sCT 
generated DRRs as compared to normal CT based DRRs. 
Materials and Methods: A patient receiving whole brain RT over ten 
fractions with 2D setup verification was investigated retrospectively. 
The patient data consists of a CT scan, a 1 Tesla MRI scan acquired 
with ultrashort echo times (UTE) and 20 anterior and lateral setup 
(2D) radiographs acquired at the LINAC with the On-Board Imager 
(OBI). The UTE MRI was segmented into air, soft tissue and compact 
bone using a Markov Random Field classifier and generic HUs from 
ICRU report 46 to generate the sCT. The sCT was registered with the 
CT and the RT plan including setup fields was transferred to the sCT. 
The sCT DRRs were then generated in Eclipse v. 10. 
Three experienced radio therapy therapists (RTTs) were asked to 
match OBIs with CT and sCT generated DRRs over the ten fractions in 
a random order. Matches were made with five degrees of freedom 
(DOF) using Offline Review with all tools available: lateral, 
longitudinal, vertical and two rotations rnt (anterior) and pitch 
(lateral). The difference in sCT- and CT-DRR based matches were 
treated independently for the five DOFand data from all fractions and 
RTTs were pooled for each DOF. A t-test per DOF was performed to 
determine significance (p<0.05) between sCT and CT based matches.  
Results: The t-test showed that all differences were at non-significant 
difference between the CT- and sCT matches for the DOFs 
investigated (table 1). The largest difference was seen in 
longitudinalLateral and lateral direction.  
  
Conclusions: It was demonstrated that MRI segmented DRRs 
performed equally well for setup verification compared to normal CT 
generated DRRs showing a clinical potentialfor MRI only RT.  
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Purpose/Objective: Vero4DRT (MHI-TM2000; Mitsubishi Heavy 
Industries, Ltd., Japan, and BrainLAB, Feldkirchen, Germany) system 
has a capability of dynamic tumor-tracking stereotactic irradiation 
using a unique gimbaled x-ray head. The purposes of this study were 
to extensively develop dynamic tumor-tracking arc irradiation and to 
estimate its beam positioning accuracy. 
Materials and Methods: Figure 1 shows an experimental setup of this 
study. A moving phantom (QUASARTM, Modus Medical Devices Inc., 
London, Canada) was used to represent a target motion and moved 
along the longitudinal axis of the couch. A laser displacement gauge 
was used to measure target motion. The gimbaled x-ray head (can 
rotate along pan and tilt directions) was driven based on a cube 
phantom, which had a steel ball fixed to the center, while the 
gimbaled x-ray head was rotated 360° on the O-ring gantry. In order 
to move the gimbaled x-ray head along both pan and tilt directions, 
the O-ring gantry was skewed 30° around its vertical axis. Three 
periodic patterns of a target motion were considered as follows; (1) 
sinusoidal wave (peak to peak amplitude: 20 mm, time period: 4 sec), 
(2) patient's regular wave (peak to peak average amplitude: 16 mm, 
average time period: 4.5 sec) and (3) patient's irregular wave (peak to 
peak amplitude range: 7.2-23.0 mm, time period range: 2.3-10.0 sec). 
The difference between a command and an actual position of the 
gimbaled x-ray head was calculated from log data (the mechanical 
control error). The beam positioning accuracy was evaluated as the 
difference between the centroid position of the irradiated field and 
the steel ball of the cube phantom on an electronic portal imaging 
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Figure 1 An experimental setup of this study. The QUASARTM was on 
the couch and moved the cube phantom along the longitudinal axis. 
The O-ring gantry was skewed 30° around its vertical axis. 
Results: Results were shown in table 1. The root mean squares (RMSs) 
of the mechanical control error were within 0.12 mm for each 
pattern. The RMSs of the beam positioning error were within 0.39 mm 
for each pattern. The RMS of the beam positioning error in conformal 
arc irradiation (without dynamic-tumor tracking) was 0.30 mm. This 
error was mainly due to the set-up error of the cube phantom. The 
difference of the RMS of the beam positioning error between dynamic 
tumor-tracking arc irradiation and conformal arc irradiation was 
within 0.1mm. Therefore the beam positioning accuracy of dynamic 
tumor-tracking arc irradiation was comparable to conformal arc 
irradiation. 
 
Table 1 RMSs of mechanical control errorand beam positioning error 
 
Mechanical control accuracy
[mm] Beam positioning 
accuracy [mm]  Pan Tilt 
Sinusoidal wave 0.04 0.10 0.37 
Patient's regular 
wave 0.04 0.12 0.39 
Patient's irregular 
wave 0.03 0.08 0.38 
 
Conclusions: The beam positioning accuracy of dynamic tumor-
tracking arc irradiation with the gimbaled x-ray head was evaluated 
and the feasibility of this technique was suggested.  
 
PO-0872   
Evaluation of a novel anti-scatter grid for CBCT guided radiotherapy 
U. Stankovic1, L.S. Ploeger1, M. van Herk1, J.J. Sonke1 
1The Netherlands Cancer Institute - Antoni van Leeuwenhoek 
Hospital, Radiation Oncology, Amsterdam, The Netherlands  
 
Purpose/Objective: Cone beam CT (CBCT) systems mounted on a 
medical linear accelerator provide useful soft tissue contrast for 
image guidance in radiation therapy. Presence of extensive scattered 
radiation induced by the wide cone angles, however, reduces low 
contrast visibility. The purpose of this study was to evaluate the 
impact of a novel fiber-interspaced anti-scatter grid (ASG) on image 
quality in comparison with currently applied software correction. 
Materials and Methods: The evaluated ASG (kindly provided by Philips 
Medical Systems, Best, The Netherlands) mounted on a Synergy 
treatment machine(Elekta, Crawley, UK) had a grid ratio (height of 
lead/spacing between two lead strips) of 21:1 and a grid frequency of 
36 lp/cm. Transmission of primary radiation was measured to be 71% 
at 120 kVp. The device was tested on phantom and in clinical 
practice. Phantom used was CIRS CBCT Electron Density& Image 
Quality System (CIRS, Norfolk, Virginia, USA). The phantom was 
scanned in the standard configuration (representing pelvic scans) as 
well as in modified configuration to represent head and neck 
scans.Evaluation parameters were contrast-to-noise ratio (CNR) and 
signal non-uniformity (SNU). Four scatter correction strategies were 
tested: no correction, software only, ASG only and finally ASG with 
software correction adapted to grid use. The imaging dose was not 
changed when the grid was mounted. 
Results: The CNR improved by a factor of 2, 2.8 and 3.2 with software 
scatter correction, ASG and ASG+software correction respectively, 
relative to no correction. SNU was reduced from 12.9% in case of no 
correction to 0.3% with software correction, 1.2% with grid and 
0.2%with grid and software for the 'head and neck' phantom. For 
'pelvic' phantom the corresponding values were 13.7%, -6.6%, 1.1% and 
-1.83%. These numbers show robustness of grid compared to software 
scatter correction. Patient images also showed clinically relevant 
improvements in terms of uniformity and soft tissue visibility (Fig 1). 
 Fig 1. Sagittal view of a pelvic CBCT scan without (above) and with 
the grid (below). Both images also used software scatter correction. 
 
Conclusions: The evaluated novel fiber-interspaced ASG considerably 
improved the image quality of linac integrated CBCT scanner without 
increasing the imaging dose contrary to previous state of the art 
aluminium-interspaced ASGs. Work continues to optimize the grid 
parameters and adapt correction algorithms for the residual scatter 
transmitting through the grid, as well as evaluating the grid in an 
observational study. 
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Purpose/Objective: We have evaluated an intra-fraction cone-beam 
CT (CBCT) imaging system, XVI 5.0 research unit (Elekta, Crawley, UK) 
that allows concurrent 4D imaging during volumetric modulated arc 
therapy (VMAT). 
Materials and Methods: During a single-arc stereotactic VMAT delivery 
for a lung tumor, a 4D CBCT projection data for a 4D phantom were 
acquired using the XVI unit. The 4D phantom was operated by a 
controller accepting arbitrary 4D input data. The XVI unit calculated 
10-phase binned 3D volume data and the resulting 10-phase binned 
breathing trajectory was stored in the XVI unit. The 4D coordinates 
calculated by the XVI unit were compared to the 4D input data stored 
in the phantom controller. For our test, the following trajectory 
functions were employed to three orthogonal directions. 




Figure 1 compares acontinuous tumor trajectory according to the 
above formula to 10-phase binned trajectory data computed by the 
XVI unit. The resolution was 0.5 mm because the volume matrix size 
was 128 x 135 x 135. Within this precision, good agreement was 
obtained. 
Conclusions: We have confirmed that the XVI 5.0 research unit 
accurately calculated 10-phase binned 4D phantom positions during 
